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OMNI 5’ 3D

Omnidirectional sound source
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The OMNI 5” 3D sound source has been designed
to operate continuously for several hours

at full power. Compact and robust, the source
provides uniform sound radiation.

The 3D version is the evolution of the best-seller
OMNI 5” traditional version with a lighter solution
due to the additive manufacturing process.

The OMNI 5” 3D is composed by 12 high-quality
speakers properly designed for the building
acoustics applications. The OMNI5” 3D

is powered by the lightweight and portable AMG Mini
power amplifier, which includes a pink and white
noise generator with an equalized output signal.

When used with the power amplifier AMG Mini,
the high sound power level ensures accurate
measurements also in case of high insulation
partitions and large rooms.

ACCESSORIES INCLUDED

+ 6 meters connecting cable

+ Soft carry bag with shoulder strap
Optional

« Trolley flight case

+ Tripod with soft bag

CONFORMITY LAWS

UNI EN ISO:

140-4, 10140, 16283-1, 3382, 354;

Directivity (D) according to: 140, 16283 and 3382.
Conform to CE directives.

TECHNICAL FEATURES

« Diameter: 340 mm

+ Weight: 11 kg

« Max sound power level: 124 dB
+ Impedance:3+3Q

UNIEN ISO 16283-1
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APPLICATION AREAS 0° Directivity 1/1 OCT
« Architectural and Building Acoustics 330 30°

« Airborne sound insulation 200 -

« Room+hall acoustics
« Laboratory Measurement

. i 270° 90°
« Reverberation time

« Field Measurement
240° 120°

+ Road & Railway
+ Aerospace N <

« Naval 180°

All information subject to change without notice
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